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Proposal/
Statement




Timeline for NASA Student Launch

(Dates are subject to change.)

November 2013:
8 Request for Proposal (RFP) goes out to all teams.
22 Send electronic copy of completed proposal due by 8:00 a.m. Central Time to:

edward.m.jeffries@nasa.gov
Jacobs ESSSA Group

and to

julie.d.clift@nasa.gov

NASA MSFC

26 Teams notified of selection
December 2013:
3 Team teleconference

Preliminary Design Review (PDR) Question and Answer Session
6 Web presence established for each team
January 2014:
10 PDR reports, presentation slides, and flysheet posted on the team Web site by 8:00 a.m. Central Time.
13-17 PDR Presentations
23 Critical Design Review (CDR) Question and Answer Session
February 2014:
28 CDR reports, presentation slides, and flysheet posted on the team Web site by 8:00 a.m. Central Time.
March 2014:
3—7 CDR Presentations
13 Flight Readiness Review (FRR) Question and Answer Session
April 2013:
18 FRR reports, presentation slides, and flysheet posted on the team Web site by 8:00 a.m. Central Time.

21-25 Flight Readiness Review Presentations

May 2014:

14 5:00 p.m.: All teams and team members arrive in Salt Lake City, Utah
5:30 p.m.: Team Lead meeting
6:30 p.m.: Launch Readiness Reviews (LRR) begin

15-16  Launch Readiness Reviews

17 Launch Day

18 Backup Rain Day

June 2014:

2 Post-Launch Assessment Review (PLAR) posted on the team Web site by 8:00 a.m. Central Time.
13 Winning team announced.



Design, Development, and Launch of a Reusable Rocket
and Payload Statement of Work (SOW)

1. Project Name: NASA Student Launch
2. Governing Office: NASA Marshall Space Flight Center Academic Affairs Office
3. Period of Performance: Eight (8) calendar months.

4. Introduction
The NASA Student Launch is a research-based, competitive and experiential exploration project that provides
relevant and cost effective research and development to support the Space Launch System (SLS). Addition-
ally, NASA Student Launch connects learners, educators and communities in NASA-unique opportunities
that align with STEM Challenges under the NASA Education STEM Engagement line of business. NASA's
missions, discoveries, and assets provide opportunities for students that do not exist elsewhere. The proj-
ect involves reaching a broad audience of colleges and universities across the nation in an 8-month commit-
ment to design, build, and fly payloads or vehicle components that support SLS on high power rockets to an
altitude determined by the Range Safety Officer and each team’s research needs. Supported by the Human
Exploration and Operations (HEO) Mission Directorate and U.S. aerospace industry, NASA Student Launch is
a NASA-conducted engineering design challenge to provide resources and experiences for students and fac-
ulty that is built around a NASA mission, not textbook knowledge. Research/investigation topics are conceived
by the SLS Program office in collaboration with SLS industry partners. Research results will be shared by the
teams with NASA and utilized in future design/development of SLS and other projects.

After a competitive proposal selection process, teams participate in a series of design reviews that are sub-
mitted to NASA via a team-developed website. These reviews mirror the NASA engineering design lifecycle,
providing an experience that prepares students for the HEO workforce. Teams must complete a Prelimi-

nary Design Review (PDR), Critical Design Review (CDR), Flight Readiness Review (FRR), Launch Readi-
ness Review (LRR) that includes a safety briefing, and analyze payload and flight data during a Post Launch
Assessment Review (PLAR). Teams present their PDR, CDR, and FRR to a review panel of scientists, engi-
neers, technicians, and educators via WebEx technology. Review panel members, the Range Safety Officer
(RSO), and Subject Matter Experts (SME) provide feedback and ask questions in order to increase the fidelity
between the student payloads and HEO research needs, and score each team according to a standard scor-
ing rubric.

The performance targets for the reusable launch vehicle and payload are

1. Vehicle Requirements
1.1.  The vehicle shall deliver the research payload to a predetermined altitude appropriate for the associ-
ated payload.
1.1.1. The target altitude shall not exceed 20,000 feet above ground level.
1.1.2. The final target altitude will be approved by the Range Safety Officer and Review Panel no later
than PDR.



1.2

1.3.

1.4.

1.5.

1.6.

1.7.

The vehicle shall carry one commercially available, barometric altimeter for recording the official altitude
used in the competition scoring. Teams will be ranked according to the difference between the team’s
target altitude and the actual altitude earned during the official launch. The team with the least variance
in target and actual altitudes will be ranked highest. The team with the largest variance will be ranked
lowest. The highest rank will earn the full 100 points toward the altitude portion of the competition. The
next highest rank will earn 97 out of the full 100 points, with each successive lower rank earning 3
points less than the next highest rank.
1.2.1. The official scoring altimeter shall report the official competition altitude via a series of beeps to
be checked after the competition flight.

1.2.2. Teams may have additional altimeters to control vehicle electronics and payload experiments.

1.2.2.1. Atthe Launch Readiness Review, a NASA official will mark the altimeter that will be
used for the official scoring.

1.2.2.2. At the launch field, a NASA official will obtain the altitude by listening to the audible
beeps reported by the official competition, marked altimeter.

1.2.2.3. Atthe launch field, to aid in determination of the vehicle’s apogee, all audible elec-
tronics, except for the official altitude-determining altimeter shall be capable of being
turned off.

1.2.3. The following circumstances will warrant a score of zero for the altitude portion of the competi-

tion:

1.2.3.1. The official, marked altimeter is damaged and/or does not report an altitude via a
series of beeps after the team’s competition flight.

1.2.3.2. The team does not report to the NASA official designated to record the altitude with
their official, marked altimeter on the day of the launch.

1.2.3.3. The altimeter reports an apogee altitude over 20,000 feet AGL.

1.2.3.4. The rocket is not flown at the competition launch site.

The launch vehicle shall be designed to be recoverable and reusable. Reusable is defined as being
able to launch again on the same day without repairs or modifications.

The launch vehicle shall be capable of being prepared for flight at the launch site within 2 hours, from
the time the Federal Aviation Administration flight waiver opens.

The launch vehicle shall be capable of remaining in launch-ready configuration at the pad for a mini-
mum of 1 hour without losing the functionality of any critical on-board component.

The launch vehicle shall be capable of being launched by a standard 12 volt direct current firing system.
The firing system will be provided by the NASA-designated Range Services Provider.

The launch vehicle shall require no external circuitry or special ground support equipment to initiate
launch (other than what is provided by Range Services).



1.8. The launch vehicle shall use a commercially available solid motor propulsion system using ammonium
perchlorate composite propellant (APCP) which is approved and certified by the National Association
of Rocketry (NAR), Tripoli Rocketry Association (TRA), and/or the Canadian Association of Rocketry
(CAR).

1.9. Pressure vessels on the vehicle shall be approved by the RSO and shall meet the following criteria:

1.9.1.  The minimum factor of safety (Burst or Ultimate pressure versus Max Expected Operating
Pressure) shall be 4:1 with supporting design documentation included in all milestone reviews.

1.9.2. The low-cycle fatigue life shall be a minimum of 4:1.

1.9.3. Each pressure vessel shall include a pressure relief valve that sees the full pressure of the
tank.

1.9.4. Full pedigree of the tank shall be described, including the application for which the tank was
designed, and the history of the tank, including the number of pressure cycles put on the tank,
by whom, and when.

1.10. All teams shall successfully launch and recover their full scale rocket prior to FRR in its final flight con-
figuration. The purpose of the full scale demonstration flight is to demonstrate the launch vehicle’s sta-
bility, structural integrity, recovery systems, and the team’s ability to prepare the launch vehicle for flight.
The following criteria must be met during the full scale demonstration flight:

1.10.1. The vehicle and recovery system shall have functioned as designed.

1.10.2. The payload does not have to be flown during the full-scale test flight. The following require-
ments still apply:
1.10.2.1. If the payload is not flown, mass simulators shall be used to simulate the payload
mass.
1.10.2.1.1.  The mass simulators shall be located in the same approximate location
on the rocket as the missing payload mass.

1.10.2.2. If the payload changes the external surfaces of the rocket (such as with camera
housings or external probes) or manages the total energy of the vehicle, those sys-
tems shall be active during the full scale demonstration flight.

1.10.3. The full scale motor does not have to be flown during the full scale test flight. However, it is
recommended that the full scale motor be used to demonstrate full flight readiness and altitude
verification. If the full scale motor is not flown during the full scale flight, it is desired that the motor
simulate, as closely as possible, the predicted maximum velocity and maximum acceleration of
the competition flight.

1.10.4. The vehicle shall be flown in its fully ballasted configuration during the full scale test flight. Fully
ballasted refers to the same amount of ballast that will be flown during the competition flight.

1.10.5. After successfully completing the full-scale demonstration flight, the launch vehicle or any of its
components shall not be modified without the concurrence of the NASA Range Safety Officer (RSO).



2. Recovery System Requirements

2.1.

2.2.

2.3.

24,

2.5.

2.6.

2.7.

2.8.

2.9.

2.10.

2.11.

The launch vehicle shall stage the deployment of its recovery devices, where a drogue parachute is
deployed at apogee and a main parachute is deployed at a much lower altitude. Tumble recovery or
streamer recovery from apogee to main parachute deployment is also permissible, provided that kinetic
energy during drogue-stage descent is reasonable, as deemed by the Range Safety Officer.

The parachute system(s) shall be designed and manufactured by the team. Commercially available
parachute systems shall not be used on the vehicle.

At landing, each independent sections of the launch vehicle shall have a maximum kinetic energy of
75 ft-Ibf.

The recovery system electrical circuits shall be completely independent of any payload electrical cir-
cuits.

The recovery system shall contain redundant, commercially available altimeters. The term “altimeters”
includes both simple altimeters and more sophisticated flight computers.

Each altimeter shall be armed by a dedicated arming switch which is accessible from the exterior of the
rocket airframe when the rocket is in the launch configuration on the launch pad.

Each altimeter shall have a dedicated power supply.
Each arming switch shall be capable of being locked in the ON position for launch.

Removable shear pins shall be used for both the main parachute compartment and the drogue para-
chute compartment.

An electronic tracking device shall be installed in the launch vehicle and shall transmit the position of

the tethered vehicle or any independent section to a ground receiver.

2.10.1. Any rocket section, or payload component, which lands untethered to the launch vehicle shall
also carry an active electronic tracking device.

2.10.2. The electronic tracking device shall be fully functional during the official flight at the competition
launch site.

The recovery system electronics shall not be adversely affected by any other on-board electronic

devices during flight (from launch until landing).

2.11.1. The recovery system altimeters shall be physically located in a separate compartment within
the vehicle from any other radio frequency transmitting device and/or magnetic wave producing
device.

2.11.2. The recovery system electronics shall be shielded from all onboard transmitting devices, to
avoid inadvertent excitation of the recovery system electronics.

2.11.3. The recovery system electronics shall be shielded from all onboard devices which may gener-
ate magnetic waves (such as generators, solenoid valves, and Tesla coils) to avoid inadvertent
excitation of the recovery system.

2.11.4. The recovery system electronics shall be shielded from any other onboard devices which may
adversely affect the proper operation of the recovery system electronics.



3. Payload Requirements

3.1.

3.2.

3.3.

3.4.

Each team shall design, test, and fly a payload package to support the development of SLS technology

which meets the following required criteria at a minimum:

3.1.1. The payload shall incorporate a camera system that scans the surface during descent in order
to detect potential landing hazards.

3.1.2. The data from the hazard detection camera shall be analyzed in real time by a custom
designed on-board software package that shall determine if landing hazards are present.

3.1.3. The data from the surface hazard detection camera and software system shall be transmitted in
real time to a ground station.

The payload shall be designed to be recoverable and reusable. Reusable is defined as being able to be
launched again on the same day without repairs or modifications.

Each team shall incorporate one payload option from each of the following columns in addition to the
required payload from requirement 3.1.

3.2.1.1. Research and analysis of solid propellant 3.2.2.1. Payload fairing design and deployment

rocket motors for in line and parallel staging. mechanisms.
3.2.1.2. Liquid sloshing research in micrograv- 3.2.2.2. Aerodynamic analysis of structural protu-
ity to support liquid propulsion system berances.
upgrades and development. 3.2.2.3. Studies of triboelectric charging and effect
3.2.1.3. Structural and dynamic analysis of air- on vehicle subsystems.
frame, propulsion, and electrical systems | 3.2.2.4. Environmental effects of supersonic flight
during boost. on vehicle paint/coatings.

3.2.1.4. Human and environmental studies under
high acceleration to support Launch Abort
System development.

3.2.1.5. Reduced Gravity Education Flight
Program Option (see Requirement 3.4).

NASA Student Launch is partnering with the NASA Reduced Gravity Education Flight Program
(RGEFP) to offer a chance for one team to fly a micro gravity payload on the reduced gravity aircraft.
See the RGEFP website for more details: http://microgravityuniversity.jsc.nasa.gov/. The team chosen
to participate will demonstrate the highest level of fidelity in meeting the following requirements:

3.4.1. The team participating in NASA Student Launch may be of any size, but the team during the
RGEFP event is limited to 6 flyers (5 prime, 1 alternate) and 2 ground crew personnel. Team
members shall be 18 years or older and US Citizens. Each flight crew member shall fly once.

3.4.2. Student experiments shall be organized, designed, and operated by student team members
alone.

3.4.3. The payload shall be designed to fly on a Student Launch rocket, yet be scalable to fly on the
RGEFP aircraft.

3.4.4. Payloads shall not involve human test subjects or invertebrate animals.

3.4.5. The payload shall be designed to fly twice on the reduced gravity aircraft.

3.4.6. The payload on the RGEFP aircraft shall weigh no more than 200 pounds.

3.4.7. The payload size limit on the RGEFP aircraft shall be no more than 24 in. by 60 in. by 60 in.

3.4.8. Payload experiments that are free-floating (not secured to the aircraft) shall be no more than 50
pounds and 24 in. on any side.

3.4.9. The selected team shall complete a medical questionnaire, flight program paperwork, Test
Equipment Data Package six weeks prior to the flight, complete the Test Readiness Review,
and spend 8 business days in Houston, Texas, for flight week activities.

3.4.10. Foreign nationals will not be able to participate in flight week activities.




4. General Requirements

4.1.

4.2.

4.3.

4.4.

4.5.

4.6.

4.7.

4.8.

Each team shall use a launch and safety checklist. The final checklists shall be included in the FRR
report and used during the Launch Readiness Review and launch day operations.

Students on the team shall do 100% of the project, including design, construction, written reports, pre-
sentations, and flight preparation with the exception of assembling the motors and handling black pow-
der or any variant of ejection charges, or preparing and installing electric matches (to be done by the
team’s mentor).

The team shall provide and maintain a project plan to include, but not limited to the following items:
project milestones, budget and community support, checklists, personnel assigned, educational
engagement events, and risks and mitigations.

Each team shall identify a “mentor” which is defined as an adult who is included as a team member,
who will be supporting the team (or multiple teams) throughout the project year, and may or may not
be affiliated with the school, institution, or organization. The mentor shall have been certified by the
National Association of Rocketry (NAR) or Tripoli Rocketry Association (TRA) for the motor impulse of
the launch vehicle, and the rocketeer shall have flown and successfully recovered (using electronic,
staged recovery) a minimum of 2 flights in this or a higher impulse class, prior to PDR. The mentor is
designated as the individual owner of the rocket for liability purposes and must travel with the team to
the launch at the competition launch site. One travel stipend will be provided per mentor regardless of
the number of teams he or she supports. The stipend will only be provided if the team passes FRR
and the team attends launch week in May.

The team shall identify all team members (exception Foreign National team members — see item 4.6)

attending launch week activities by the Critical Design Review (CDR). Team members shall include:

4.5.1. Students actively engaged in the project throughout the entire year and currently enrolled in the
proposing institution.

4.5.2. One mentor (see requirement 4.4).

4.5.3. No more than two adult educators.

Foreign National (FN) team members shall be identified by the Preliminary Design Review (PDR)
and may or may not have access to certain activities during launch week due to security restrictions.
In addition, FN’s may be separated from their team during these activities.

During test flights, teams shall abide by the rules and guidance of the local rocketry club’s RSO. The
allowance of certain vehicle configurations and/or payloads at the NASA Student Launch competition
launch does not give explicit or implicit authority for teams to fly those certain vehicle configurations
and/or payloads at other club launches. Teams should communicate their intentions to the local club’s
Prefect and RSO before attending any NAR or TRA launch.

The team shall engage a minimum of 200 participants (at least 100 of those shall be middle school
students or educators) in educational, hands-on science, technology, engineering, and mathematics
(STEM) activities, as defined in the Educational Engagement form, by FRR. An educational engage-
ment form shall be completed and submitted within two weeks after completion of an event. A sample of
the educational engagement form can be found on page 29 of the handbook.



4.9. The team shall develop and host a Web site for project documentation.
4.9.1. Teams shall post, and make available for download, the required deliverables to the team Web
site by the due dates specified in the project timeline.

At a minimum, the proposing team shall identify the following in a written proposal due to NASA MSFC
by the dates specified in the project timeline.

General Information — to be included on the first page of the proposal.

1.

Name of college or university, mailing address, and title of the project.

List of selected payloads with brief description and requirement numbers identified.

Name, title, and contact information for up to two adult educators.

Name and title of the individual who will take responsibility for implementation of the safety plan. (Safety Officer)
Name, title, and contact information for the student team leader.

Approximate number of student participants who will be committed to the project and their proposed duties.
Include an outline of the project organization that identifies the key managers (students and/or educator
administrators) and the key technical personnel. Only use first names for identifying team members; do not

include surnames. (See requirement 4.5 and 4.6 for definition of team members)

Name of the NAR/TRA section(s) the team is associating with for launch assistance, mentor and review.

Facilities/[Equipment

1.

Description of facilities and hours of accessibility, necessary personnel, equipment, and supplies that are
required to design and build a rocket and payload.

Computer Equipment: Describe the type of computer equipment accessible to the team for communications,
designing, building and hosting a team Web site, and document development to support design reviews. The
team shall provide and maintain a Web presence where the status of the project will be posted, as well as a
list of needed materials and/or expertise. The team will provide the capability to communicate via e-mail on

a daily basis with the NASA Student Launch Office. The information technology identified could include com-
puter hardware, computer-aided drafting (CAD) system capability, Internet access, and e-mail capability.

The team shall provide additional computer equipment needed to perform video teleconferencing. Minimum
requirements include the following:

0 Windows, Mac, Linux, Unix, or Solaris computer systems.

U Broadband internet connection.

U Speakerphone capabilities in close proximity to the computer.

Cellular phones are not recommended for use as a speakerphone.
U USB Webcam or analog video camera.
U Personal name and contact information for connectivity issues.



3. Teams must implement the Architectural and Transportation Barriers Compliance Board Electronic and Infor-
mation Technology (EIT) Accessibility Standards (36 CFR Part 1194)

Subpart B-Technical Standards (http://www.section508.gov):
0 1194.21 Software applications and operating systems. (a-l)
U 1194.22 Web-based intranet and internet information and applications. 16 rules (a-p)
U 1194.26 Desktop and portable computers. (a-d)

Safety

The Federal Aviation Administration (FAA) [www.faa.gov] has specific laws governing the use of airspace. A dem-
onstration of the understanding and intent to abide by the applicable federal laws (especially as related to the use
of airspace at the launch sites and the use of combustible/ flammable material), safety codes, guidelines, and pro-
cedures for building, testing, and flying large model rockets is crucial. The procedures and safety regulations of
the NAR [http://www.nar.org/safety.html] should be used for flight design and operations. The NAR/TRA mentor
and Safety Officer shall oversee launch operations and motor handling.

1. Provide a written safety plan addressing the safety of the materials used, facilities involved, and person
responsible, i.e., Safety Officer, for insuring that the plan is followed. A risk assessment should be done for
all these aspects in addition to proposed mitigations. Identification of risks to the successful completion of the
project should be included.

2. Provide a description of the procedures for NAR/TRA personnel to perform. Ensure the following:
0 Compliance with NAR high power safety code requirements [http://nar.org/NARhpsc.html].
U Performance of all hazardous materials handling and hazardous operations.

3. Describe the plan for briefing students on hazard recognition and accident avoidance, and conducting pre-
launch briefings.

4. Describe methods to include necessary caution statements in plans, procedures and other working docu-
ments, including the use of proper Personal Protective Equipment.

5. Each team shall provide a plan for complying with federal, state, and local laws regarding unmanned rocket
launches and motor handling. Specifically, regarding the use of airspace, Federal Aviation Regulations 14
CFR, Subchapter F, Part 101, Subpart C; the handling and use of low-explosives (Ammonium Perchlorate
Rocket Motors, APCP), Code of Federal Regulation 27 Part 55: Commerce in Explosives; and fire prevention,
NFPA 1127 “Code for High Power Rocket Motors.”

6. Provide a plan for NRA/TRA mentor purchase, store, transport, and use rocket motors and energetic devices.

7. Awritten statement that all team members understand and will abide by the following safety regulations:
a. Range safety inspections of each rocket before it is flown. Each team shall comply with the determination
of the safety inspection or may be removed from the program.
b. The Range Safety Officer has the final say on all rocket safety issues. Therefore, the Range Safety
Officer has the right to deny the launch of any rocket for safety reasons.
c. Anyteam that does not comply with the safety requirements will not be allowed to launch their rocket.
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Technical Design

1.

A proposed and detailed approach to rocket and payload design.
a. Include general vehicle dimensions, material selection and justification, and construction methods.
Include projected altitude and justification.
Include projected parachute system design and manufacturing process.
Include projected motor type and size.
Include projected payloads with hypothesis and/or stated goal for said payload.
e For teams pursuing the RGEFP payload option, include the following:
o Address how the payload will be scaled up to take full advantage of the space available on the
microgravity flight.
o Define the researcher’s interactions/procedures with the payload during the microgravity flight.
o ldentify potential hazards or safety concerns and the associated mitigation plans.
f.  Address the requirements for the vehicle, recovery system, and payload.
g. Address major technical challenges and solutions.

®oo0vo

Educational Engagement

1.

Include plans for required educational engagement activities (See requirement 4.8). Plans for measuring
event success shall be included.

Project Plan

1.

Provide a detailed development schedule/timeline covering all aspects necessary to successfully complete
the project.

Provide a detailed budget to cover all aspects necessary to successfully complete the project including team
travel to launch.

Provide a detailed funding plan.

Provide a written plan for soliciting additional “community support,” which could include, but is not limited to,
expertise needed, additional equipment/supplies, sponsorship, services (such as free shipping for launch
vehicle components, if required, advertisement of the event, etc.), or partnering with industry or other public or
private schools.

Address major programmatic challenges and solutions.
Develop a clear plan for sustainability of the rocket project in the local area. This plan should include how to
provide and maintain established partnerships and regularly engage successive classes of students in rock-

etry. It should also include partners (industry/community), recruitment of team members, funding sustainabil-
ity, and educational engagement.

11



Prior to award, all proposing entities may be required to brief NASA representatives. The time and the
place for the briefings will be determined by the NASA MSFC Academic Affairs Office.

Deliverables shall include:
1. Areusable rocket and required payload systems ready for the official launch.

2. A scale model of the rocket design with a payload prototype. This model should be flown prior to the CDR.
A report of the data from the flight and the model should be brought to the CDR.

3. Reports, PowerPoint presentations, and Milestone Review Flysheets due according to the provided timeline,

and shall be posted on the team Web site by the due date. (Dates are tentative at this point. Final dates will
be announced at the time of award.)

4. The team(s) shall have a Web presence no later than the date specified. The Web site shall be maintained/
updated throughout the period of performance.

5. Electronic copies of the Educational Engagement form(s) and lessons learned pertaining to the implemented

educational engagement activities shall be submitted prior to the FRR and no later than two weeks after the
educational engagement event.

The team shall participate in a PDR, CDR, FRR, LRR, and PLAR. (Dates are tentative and subject to change.)

The PDR, CDR, FRR, and LRR will be presented to NASA at a time and/or location to be determined by
NASA MSFC Academic Affairs Office.

12
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Preliminary Design Review (PDR)
Vehicle and Payload Experiment Criteria

The PDR demonstrates that the overall preliminary design meets all requirements with acceptable

risk, and within the cost and schedule constraints, and establishes the basis for proceeding with detailed design.
It shows that the correct design options have been selected, interfaces have been identified, and verification
methods have been described. Full baseline cost and schedules, as well as all risk assessment, management
systems, and metrics, are presented.

The panel will be expecting a professional and polished report. It is advised to follow the order of sections as
they appear below.

Preliminary Design Review Report
I) Summary of PDR report (1 page maximum)

Team Summary
e Team name and mailing address
e Location
e Name of mentor, NAR/TRA number and certification level

Launch Vehicle Summary
e Size and mass
e Motor choice
e Recovery system
e Milestone Review Flysheet

Payload Summary
e Payload title and selected payloads with requirement number
e Summarize experiment

Il) Changes made since Proposal (1-2 pages maximum)

Highlight all changes made since the proposal and the reason for those changes.
e Changes made to vehicle criteria
e Changes made to payload criteria
e Changes made to project plan

Ill) Vehicle Criteria

Selection, Design, and Verification of Launch Vehicle
e Include a mission statement, requirements, and mission success criteria.
e Review the design at a system level, going through each system’s functional requirements (includes
sketches of options, selection rationale, selected concept, and characteristics).
Describe the subsystems that are required to accomplish the overall mission.
Describe the performance characteristics for the system and subsystems and determine the evaluation
and verification metrics.
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Describe the verification plan and its status. At a minimum, a table should be included that lists each
requirement (in SOW), and for each requirement briefly describe the design feature that will satisfy

that requirement and how that requirement will ultimately be verified (such as by inspection, analysis,
and/or test).

Define the risks and the plans for reducing the risks through analysis or testing for each system. A risk
plot that clearly portrays the risk mitigation schedule is highly encouraged. Take all factors that might
affect the project including risks associated with testing, delivery of parts, adequate personnel, school
holidays, budget costs, etc. Demonstrate an understanding of all components needed to complete the
project and how risks/delays impact the project.

Demonstrate planning of manufacturing, verification, integration, and operations (include component
testing, functional testing, or static testing).

Describe the confidence and maturity of design.

Include a dimensional drawing of entire assembly. The drawing set should include drawings of the entire
launch vehicle, compartments within the launch vehicle (such as parachute bays, payload bays, and elec-
tronics bays), and significant structural design features of the launch vehicle (such as fins and bulkheads).
Include electrical schematics for the recovery system.

Include a Mass Statement. Discuss the estimated mass of the launch vehicle, its subsystems, and com-
ponents. What is the basis of the mass estimate and how accurate is it? Discuss how much margin there
is before the vehicle becomes too heavy to launch with the identified propulsion system. Are you hold-
ing any mass in reserve (i.e., are you planning for any mass growth as the design matures)? If so, how
much? As a point of reference, a reasonable rule of thumb is that the mass of a new product will grow
between 25 and 33% between PDR and the delivery of the final product.

Recovery Subsystem

Demonstrate that analysis has begun to determine size for mass, attachment scheme, deployment
process, and test results/plans with ejection charges and electronics.

Discuss the major components of the recovery system (such as the parachutes, parachute harnesses,
attachment hardware, and bulkheads), and verify that they will be robust enough to withstand the
expected loads.

Mission Performance Predictions

State mission performance criteria.

Show flight profile simulations, altitude predictions with simulated vehicle data, component weights, and
simulated motor thrust curve, and verify that they are robust enough to withstand the expected loads.
Show stability margin, simulated Center of Pressure (CP)/Center of Gravity (CG) relationship and locations.
Calculate the kinetic energy at landing for each independent and tethered section of the launch vehicle.
Calculate the drift for each independent section of the launch vehicle from the launch pad for five different
cases: no wind, 5-mph wind, 10-mph wind, 15-mph wind, and 20-mph wind.

Interfaces and Integration

Describe payload integration plan with an understanding that the payload must be co-developed with
the vehicle, be compatible with stresses placed on the vehicle, and integrate easily and simply.
Describe the interfaces that are internal to the launch vehicle, such as between compartments and
subsystems of the launch vehicle.

Describe the interfaces between the launch vehicle and the ground (mechanical, electrical, and/or
wireless/transmitting).

Describe the interfaces between the launch vehicle and the ground launch system.

Launch Operation Procedures

Develop a checklist of final assembly and launch procedures.
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Safety and Environment (Vehicle)

e Identify a safety officer for your team.

e Provide a preliminary analysis of the failure modes of the proposed design of the rocket, payload integra-
tion, and launch operations, including proposed and completed mitigations.

e Provide a listing of personnel hazards and data demonstrating that safety hazards have been researched,
such as material safety data sheets, operator’s manuals, and NAR regulations, and that hazard mitigations
have been addressed and enacted.

e Discuss any environmental concerns.

IV) Payload Criteria

Selection, Design, and Verification of Payload Experiment

e Review the design at a system level, going through each system’s functional requirements (includes

sketches of options, selection rationale, selected concept, and characteristics).

e Describe the payload subsystems that are required to accomplish the payload objectives.

e Describe the performance characteristics for the system and subsystems and determine the evaluation

and verification metrics.

e Describe the verification plan and its status. At a minimum, a table should be included that lists each
payload requirement and for each requirement briefly describe the design feature that will satisfy that
requirement and how that requirement will ultimately be verified (such as by inspection, analysis,
and/or test).

Describe preliminary integration plan.

Determine the precision of instrumentation, repeatability of measurement, and recovery system.
Include drawings and electrical schematics for the key elements of the payload.

Discuss the key components of the payload and how they will work together to achieve the desired
results for the experiment.

Payload Concept Features and Definition
e Creativity and originality
e Uniqueness or significance
e Suitable level of challenge

Science Value

Describe payload objectives.

State the payload success criteria.

Describe the experimental logic, approach, and method of investigation.
Describe test and measurement, variables, and controls.

Show relevance of expected data and accuracy/error analysis.
Describe the preliminary experiment process procedures.

Safety and Environment (Payload)

e Identify safety officer for your team.

e Provide a preliminary analysis of the failure modes of the proposed design of the rocket, payload
integration, and launch operations, including proposed and completed mitigations.

e Provide a listing of personnel hazards and data demonstrating that safety hazards have been researched,
such as material safety data sheets, operator’'s manuals, and NAR regulations, and that hazard mitiga-
tions have been addressed and enacted.

e Discuss any environmental concerns.
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V) Project Plan

Show status of activities and schedule
e Budget plan (in as much detail as possible)
e Funding plan
e Timeline (in as much detail as possible). GANTT charts are encouraged with a discussion of the
critical path.
e Educational engagement plan and status

VI) Conclusion

Preliminary Design Review Presentation
Please include the following in your presentation:

Vehicle dimensions, materials, and justifications

Static stability margin

Plan for vehicle safety verification and testing

Baseline motor selection and justification

Thrust-to-weight ratio and rail exit velocity

Launch vehicle verification and test plan overview

Drawing/Discussion of each major component and subsystem, especially the recovery subsystem
Baseline payload design

Payload verification and test plan overview

The PDR will be presented to a panel that may be comprised of any combination of scientists, engineers, safety
experts, education specialists, and industry partners. This review should be viewed as the opportunity to convince
the NASA Review Panel that the preliminary design will meet all requirements, has a high probability of meeting
the mission objectives, and can be safely constructed, tested, launched, and recovered. Upon successful comple-
tion of the PDR, the team is given the authority to proceed into the final design phase of the life cycle that will
culminate in the Critical Design Review.

It is expected that the students deliver the report and answer all questions.

The presentation of the PDR shall be well prepared with a professional overall appearance. This includes, but

is not limited to, the following: easy-to-see slides; appropriate placement of pictures, graphs, and videos; profes-
sional appearance of the presenters; speaking clearly and loudly; looking into the camera; referring to the slides,
not reading them; and communicating to the panel in an appropriate and professional manner. The slides should
use dark text on a light background.
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Critical Design Review (CDR)
Vehicle and Payload Experiment Criteria

The CDR demonstrates that the maturity of the design is appropriate to support proceeding to full-scale fabrica-
tion, assembly, integration, and test and that the technical effort is on track to complete the flight and ground
system development and mission operations in order to meet overall performance requirements within the iden-
tified cost schedule constraints. Progress against management plans, budget, and schedule, as well as risk
assessment, are presented. The CDR is a review of the final design of the launch vehicle and payload system.
All analyses should be complete and some critical testing should be complete. The CDR Report and Presentation
should be independent of the PDR Report and Presentation. However, the CDR Report and Presentation may
have the same basic content and structure as the PDR documents, but with final design information that may or
may not have changed since PDR. Although there may be discussion of subscale models, the CDR documents
are to primarily discuss the final design of the full scale launch vehicle and subsystems.

The panel will be expecting a professional and polished report. It is advised to follow the order of sections as
they appear below.

Critical Design Review Report
I) Summary of CDR report (1 page maximum)

Team Summary
e Team name and mailing address
e |ocation
e Name of mentor, NAR/TRA number and certification level

Launch Vehicle Summary
e Size and mass
Motor choice
Recovery system
Rail size
Milestone Review Flysheet

Payload Summary
e Payload title and selected payloads with requirement number
e Summarize experiment

Il) Changes made since PDR (1-2 pages maximum)
Highlight all changes made since PDR and the reason for those changes.
e Changes made to vehicle criteria

e Changes made to payload criteria
e Changes made to project plan
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Ill) Vehicle Criteria

Design and Verification of Launch Vehicle
Flight Reliability and Confidence

Include mission statement, requirements, and mission success criteria
Include major milestone schedule (project initiation, design, manufacturing, verification, operations,
and major reviews)
Review the design at a system level

o Final drawings and specifications

o Final analysis and model results, anchored to test data

o Test description and results

o Final motor selection
Demonstrate that the design can meet all system level functional requirements. For each requirement,
state the design feature that satisfies that requirement and how that requirement has been, or will be,
verified.
Specify approach to workmanship as it relates to mission success.
Discuss planned additional component, functional, or static testing.
Status and plans of remaining manufacturing and assembly.
Discuss the integrity of design.

o  Suitability of shape and fin style for mission

o Proper use of materials in fins, bulkheads, and structural elements

o Proper assembly procedures, proper attachment and alignment of elements, solid connection
points, and load paths
Sufficient motor mounting and retention
Status of verification
Drawings of the launch vehicle, subsystems, and major components
Include a Mass Statement. Discuss the estimated mass of the final design and its subsystems
and components. Discuss the basis and accuracy of the mass estimate, the expected mass
growth between CDR and the delivery of the final product, and the sensitivity of the launch vehi-
cle to mass growth (e.g., How much mass margin there is before the vehicle becomes too heavy
to launch on the selected propulsion system?).
Discuss the safety and failure analysis.

O O O O

Subscale Flight Results

Include actual flight data from onboard computers, if available.
Compare the predicted flight model to the actual flight data. Discuss the results.
Discuss how the subscale flight data has impacted the design of the full-scale launch vehicle.

Recovery Subsystem

Describe the parachute, harnesses, bulkheads, and attachment hardware.

Discuss the electrical components and how they will work together to safely recover the launch vehicle.
Include drawings/sketches, block diagrams, and electrical schematics.

Discuss the kinetic energy at significant phases of the mission, especially at landing.

Discuss test results.

Discuss safety and failure analysis.
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Mission Performance Predictions
e State the mission performance criteria.
e Show flight profile simulations, altitude predictions with final vehicle design, weights, and actual motor
thrust curve.
Show thoroughness and validity of analysis, drag assessment, and scale modeling results.
Show stability margin and the actual CP and CG relationship and locations.

Payload Integration
Ease of integration
e Describe integration plan.
Installation and removal, interface dimensions, and precision fit.
Compeatibility of elements.
Simplicity of integration procedure.

Launch concerns and operation procedures
e Submit draft of final assembly and launch procedures.
Recovery preparation.
Motor preparation.
Igniter installation.
Setup on launcher.
Troubleshooting.
Postflight inspection.

Safety and Environment (Vehicle)

e Identify safety officer for your team.

e Update the preliminary analysis of the failure modes of the proposed design of the rocket and payload
integration and launch operations, including proposed, and completed mitigations.

e Update the listing of personnel hazards and data demonstrating that safety hazards have been researched,
such as material safety data sheets, operator’'s manuals, and NAR regulations, and that hazard mitigations
have been addressed and enacted.

e Discuss any environmental concerns.

IV) Payload Criteria

Testing and Design of Payload Experiment

e Review the design at a system level.

o Drawings and specifications

o Analysis results

o Testresults

o Integrity of design
Demonstrate that the design can meet all system-level functional requirements.
Specify approach to workmanship as it relates to mission success.
Discuss planned component testing, functional testing, or static testing.
Status and plans of remaining manufacturing and assembly.
Describe integration plan.
Discuss the precision of instrumentation and repeatability of measurement.
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Discuss the payload electronics with special attention given to transmitters.
o Drawings and schematics
o Block diagrams
o Batteries/power
o Transmitter frequencies, wattage, and location
o Testplans
Provide a safety and failure analysis.

Payload Concept Features and Definition

Creativity and originality
Uniqueness or significance
Suitable level of challenge

Science Value

Describe payload objectives.

State the payload success criteria.

Describe the experimental logic, approach, and method of investigation.
Describe test and measurement, variables, and controls.

Show relevance of expected data and accuracy/error analysis.
Describe the experiment process procedures.

Safety and Environment (Payload)

Identify safety officer for your team.

Update the preliminary analysis of the failure modes of the proposed design of the rocket and payload
integration and launch operations, including proposed and completed mitigations.

Update the listing of personnel hazards, and data demonstrating that safety hazards have been
researched (such as material safety data sheets, operator’'s manuals, NAR regulations), and that hazard
mitigations have been addressed and mitigated.

Discuss any environmental concerns.

V) Project Plan

Show status of activities and schedule

Budget plan (in as much detail as possible)

Funding plan

Timeline (in as much detail as possible). GANTT charts are encouraged with a discussion of the
critical path.

Educational engagement plan and status

VI) Conclusion
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Critical Design Review Presentation
Please include the following information in your presentation:

Final launch vehicle dimensions

Discuss key design features

Final motor choice

Rocket flight stability in static margin diagram

Thrust-to-weight ratio and rail exit velocity

Mass Statement and mass margin

Parachute sizes, recovery harness type, size, and length, and descent rates
Kinetic energy at key phases of the mission, especially landing
Predicted drift from the launch pad with 5-, 10-, 15-, and 20-mph wind
Test plans and procedures

Scale model flight test

Tests of the staged recovery system

Final payload design overview

Payload integration

Interfaces (internal within the launch vehicle and external to the ground)
Status of requirements verification

The CDR will be presented to a panel that may be comprised of any combination of scientists, engineers, safety
experts, education specialists, and industry partners. The team is expected to present and defend the final design
of the launch vehicle (including the payload), showing that design meets the mission objectives and requirements
and that the design can be safety, constructed, tested, launched, and recovered. Upon successful completion of
the CDR, the team is given the authority to proceed into the construction and verification phase of the life cycle
which will culminate in a Flight Readiness Review.

It is expected that the students deliver the report and answer all questions.

The presentation of the CDR shall be well prepared with a professional overall appearance. This includes, but

is not limited to, the following: easy-to-see slides; appropriate placement of pictures, graphs, and videos; profes-
sional appearance of the presenters; speaking clearly and loudly; looking into the camera; referring to the slides,
not reading them; and communicating to the panel in an appropriate and professional manner. The slides should
be made with dark text on a light background.
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Flight Readiness Review (FRR)
Vehicle and Payload Experiment Criteria

The FRR examines tests, demonstrations, analyses, and audits that determine the overall system (all projects
working together) readiness for a safe and successful flight/launch and for subsequent flight operations of the
as-built rocket and payload system. It also ensures that all flight and ground hardware, software, personnel,
and procedures are operationally ready.

The panel will be expecting a professional and polished report. It is advised to follow the order of sections as
they appear below.

Flight Readiness Review Report
I) Summary of FRR report (1 page maximum)

Team Summary
e Team name and mailing address
e Location
e Name of mentor, NAR/TRA number and certification level

Launch Vehicle Summary
e Size and mass
Final motor choice
Recovery system
Rail size
Milestone Review Flysheet

Payload Summary
e Payload title and selected payloads with requirement number
e Summarize experiment

Il) Changes made since CDR (1-2 pages maximum)

Highlight all changes made since CDR and the reason for those changes.
e Changes made to vehicle criteria
e Changes made to payload criteria
e Changes made to project plan

Ill) Vehicle Criteria

Design and Construction of Vehicle
e Describe the design and construction of the launch vehicle, with special attention to the features that
will enable the vehicle to be launched and recovered safely.
o Structural elements (such as airframe, fins, bulkheads, attachment hardware, etc.).
o Electrical elements (wiring, switches, battery retention, retention of avionics boards, etc.).
o Drawings and schematics to describe the assembly of the vehicle.
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Discuss flight reliability confidence. Demonstrate that the design can meet mission success criteria.
Discuss analysis, and component, functional, or static testing.

Present test data and discuss analysis, and component, functional, or static testing of components

and subsystems.

Describe the workmanship that will enable mission success.

Provide a safety and failure analysis, including a table with failure modes, causes, effects, and risk
mitigations.

Discuss full-scale launch test results. Present and discuss actual flight data. Compare and contrast flight
data to the predictions from analysis and simulations.

Provide a Mass Report and the basis for the reported masses.

Recovery Subsystem

Describe and defend the robustness of as-built and as-tested recovery system.
o Structural elements (such as bulkheads, harnesses, attachment hardware, etc.).
Electrical elements (such as altimeters/computers, switches, connectors).
Redundancy features.
Parachute sizes and descent rates
Drawings and schematics of the electrical and structural assemblies.
Rocket-locating transmitters with a discussion of frequency, wattage, and range.
Discuss the sensitivity of the recovery system to onboard devices that generate electromagnetic
fields (such as transmitters). This topic should also be included in the Safety and Failure Analysis
section.
Suitable parachute size for mass, attachment scheme, deployment process, test results with ejection
charge and electronics
Safety and failure analysis. Include table with failure modes, causes, effects, and risk mitigations.

o o O O O o

Mission Performance Predictions

State mission performance criteria.

Provide flight profile simulations, altitude predictions with real vehicle data, component weights, and
actual motor thrust curve. Include real values with optimized design for altitude. Include sensitivities.
Thoroughness and validity of analysis, drag assessment, and scale modeling results. Compare analyses
and simulations to measured values from ground and/or flight tests. Discuss how the predictive analyses
and simulation have been made more accurate by test and flight data.

Provide stability margin, with actual CP and CG relationship and locations. Include dimensional moment
diagram or derivation of values with points indicated on vehicle. Include sensitivities.

Discuss the management of kinetic energy through the various phases of the mission, with special atten-
tion to landing.

Discuss the altitude of the launch vehicle and the drift of each independent section of the launch vehicle
for winds of 0-, 5-, 10-, 15-, and 20-mph.

Verification (Vehicle)

For each requirement ( in SOW), describe how that requirement has been satisfied and by what method
the requirement was verified. Note: Requirements are often satisfied by design features of a product, and
requirements are usually verified by one or more of the following methods: analysis, inspection, and test.
The verification statement for each requirement should include results of the analysis, inspection,

and/or test which prove that the requirement has been properly verified.
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Safety and Environment (Vehicle)

e Provide a safety and mission assurance analysis. Provide a Failure Modes and Effects Analysis (which
can be as simple as a table of failure modes, causes, effects, and mitigations/controls put in place to
minimize the occurrence or effect of the hazard or failure). Discuss likelihood and potential consequences
for the top 5 to 10 failures (most likely to occur and/or worst consequences).

e As the program is moving into the operational phase of the Life Cycle, update the listing of personnel
hazards, including data demonstrating that safety hazards that will still exist after FRR. Include a table
which discusses the remaining hazards and the controls that have been put in place to minimize those
safety hazards to the greatest extent possible.

e Discuss any environmental concerns that remain as the project moves into the operational phase of the
life cycle.

Payload Integration
e Describe the integration of the payload into the launch vehicle.
e Demonstrate compatibility of elements and show fit at interface dimensions.
e Describe and justify payload-housing integrity.
e Demonstrate integration: show a diagram of components and assembly with documented process.

IV) Payload Criteria

Experiment Concept

This concerns the quality of science. Give clear, concise, and descriptive explanations.
e Creativity and originality
e Uniqueness or significance

Science Value

Describe science payload objectives in a concise and distinct manner.

State the mission success criteria.

Describe the experimental logic, scientific approach, and method of investigation.

Explain how it is a meaningful test and measurement, and explain variables and controls.

Discuss the relevance of expected data, along with an accuracy/error analysis, including tables and plots.
Provide detailed experiment process procedures.

Payload Design
e Describe the design and construction of the payload and demonstrate that the design meets all mission
requirements.
o  Structural elements (such as airframe, bulkheads, attachment hardware, etc.).
o Electrical elements (wiring, switches, battery retention, retention of avionics boards, etc.).
o Drawings and schematics to describe the design and assembly of the payload.
e Provide information regarding the precision of instrumentation and repeatability of measurement
(include calibration with uncertainty).
e Provide flight performance predictions (flight values integrated with detailed experiment operations).
Specify approach to workmanship as it relates to mission success.
Discuss the test and verification program.
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Verification

For each payload requirement, describe how that requirement has been satisfied, and by what method
the requirement was verified. Note: Requirements are often satisfied by design features, and require-
ments are usually verified by one or more of the following methods: analysis, inspection, and test.

The verification statement for each payload requirement should include results of the analysis, inspection,
and/or test which prove that the requirement has been properly verified.

Safety and Environment (Payload)
This will describe all concerns, research, and solutions to safety issues related to the payload.

Provide a safety and mission assurance analysis. Provide a Failure Modes and Effects Analysis (which
can be as simple as a table of failure modes, causes, effects, and mitigations/controls put in place to
minimize the occurrence or effect of the hazard or failure). Discuss likelihood and potential consequences
for the top 5 to 10 failures (most likely to occur and/or worst consequences).

As the program is moving into the operational phase of the Life Cycle, update the listing of personnel
hazards, including data demonstrating that safety hazards that will still exist after FRR. Include a table
which discusses the remaining hazards and the controls that have been put in place to minimize those
safety hazards to the greatest extent possible.

Discuss any environmental concerns that still exist.

V) Launch Operations Procedures

Checklist
Provide detailed procedure and check lists for the following (as a minimum).

Recovery preparation
Motor preparation
Igniter installation
Setup on launcher
Launch procedure
Troubleshooting
Postflight inspection

Safety and Quality Assurance
Provide detailed safety procedures for each of the categories in the Launch Operations Procedures checklist.
Include the following:

Provide data demonstrating that risks are at acceptable levels.

Provide risk assessment for the launch operations, including proposed and completed mitigations.
Discuss environmental concerns.

Identify individual that is responsible for maintaining safety, quality and procedures checklists.

Vi) Project Plan

Show status of activities and schedule

Budget plan (in as much detail as possible)

Funding plan

Timeline (in as much detail as possible). GANTT charts are encouraged with a discussion of the
critical path.

Educational engagement plan and status

VIl) Conclusion
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Flight Readiness Review Presentation

Please include the following information in your presentation:

The FRR will be presented to a panel that may be comprised of any combination of scientists, engineers, safety
experts, education specialists, and industry partners. The team is expected to present and defend the as-built
launch vehicle (including the payload), showing that the launch vehicle meets all requirements and mission objec-
tives and that the design can be safely launched and recovered. Upon successful completion of the FRR, the
team is given the authority to proceed into the Launch and Operational phases of the life cycle.

Launch Vehicle design and dimensions

Discuss key design features of the launch vehicle

Motor description

Rocket flight stability in static margin diagram

Launch thrust-to-weight ratio and rail exit velocity

Mass statement

Parachute sizes and descent rates

Kinetic energy at key phases of the mission, especially at landing
Predicted altitude of the launch vehicle with a 5-, 10-, 15-, and 20-mph wind
Predicted drift from the launch pad with a 5-, 10-, 15-, and 20-mph wind
Test plans and procedures

Full-scale flight test. Present and discuss the actual flight test data.
Recovery system tests

Summary of Requirements Verification (launch vehicle)

Payload design and dimensions

Key design features of the launch vehicle

Payload integration

Interfaces with ground systems

Summary of requirements verification (payload)

It is expected that the students deliver the report and answer all questions.

The presentation of the FRR shall be well prepared with a professional overall appearance. This includes, but

is not limited to, the following: easy to see slides; appropriate placement of pictures, graphs, and videos; profes-
sional appearance of the presenters; speaking clearly and loudly; looking into the camera; referring to the slides,
not reading them; and communicating to the panel in an appropriate and professional manner. The slides should

be made with dark text on a light background.
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Launch Readiness Review (LRR)
Vehicle and Payload Experiment Criteria

The Launch Readiness Review (LRR) will be held by NASA and the National Association of Rocketry (NAR), our
launch services provider. These inspections are only open to team members and mentors. These names were
submitted as part of your team list. All rockets/payload will undergo a detailed, deconstructive, hands-on inspec-
tion. Your team should bring all components of the rocket and payload except for the motor, black powder, and
e-matches. Be able to present: anchored flight predictions, anchored drift predictions (15 mph crosswind), proce-
dures and checklists, and Cp and Cg with loaded motor marked on the airframe. The rockets will be assessed for
structural, electrical integrity, and safety features. At a minimum, all teams should have:

e An airframe prepared for flight with the exception of energetic materials.
Data from the previous flight.
A list of any flight anomalies that occurred on the previous full scale flight and the mitigation actions.
A list of any changes to the airframe since the last flight.
Flight simulations.
Pre-flight check list and Fly Sheet.

A “punch list” will be generated for each team. Items identified on the punch list should be corrected and verified
by NAR/NASA on Friday evening. Teams will not be assigned a time on Friday evening, but should come to the
hotel to have these items approved. A flight card will be provided to teams, should be completed, and provided
at the RSO booth on launch day.

Post-Launch Assessment Review (PLAR)
Vehicle and Payload Experiment Criteria

The PLAR is an assessment of system in-flight performance.

Your PLAR should include the following items at a minimum. Your PLAR should be about 4-15 pages in length.
e Team name

Motor used

Brief payload description

Rocket height

Rocket diameter

Rocket mass

Altitude reached (Feet)

Vehicle Summary

Data analysis & results of vehicle

Payload summary

Data analysis & results of payload

Scientific value

Visual data observed

Lessons learned

Summary of overall experience (what you attempted to do versus the results and how you felt your results

were; how valuable you felt the experience was)

Educational Engagement summary

Budget Summary
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Educational Engagement Form

Please complete and submit this form each time you host an educational engagement event.
(Return within 2 weeks of the event end date)

School/Organization name:
Date(s) of event:

Location of event:

Instructions for participant count

Education/Direct Interactions: A count of participants in instructional, hands-on activities where participants engage in learning

STEM topic by actively participating in a activity. This includes instructor- led facilitation around an activity regardless of
media (e.g. DLN, face-to-face, downlink.etc.). Example: Students learn about Newton’s Laws through building an flying a
rocket. This type of interaction will count towards your requirement for the project.

Education/Indirect Interactions: A count of participants engaged in learning a STEM topic through instructor-led facilitation or
presentation. Example: Students learn about Newton’s Laws through PowerPoint presentation.

Outreach/Direct Interaction: A count of participants who do not necessarily learn a STEM topic, but are able to get a hands-on
look at STEM hardware. For example, team does a presentation to students about their Student Launch project, brings their
rocket and components to the event, and flies a rocket at the end of the presentation.

Outreach/Indirect Interaction: A count of participants that interact with the team. For example: The team sets up a display at
the local museum during Science Night. Students come by an talk to the team about their project.

Grade level and number of participants: (if you are able to break down the participants into grade levels: Prek-4, 5-9,
10-12, an 12+, this will be helpful.)

o Education Outreach
Participant’s
Grade Level . ) Indirect . . Indirect
Direct Interactions . Direct Interactions .
Interactions Interactions
K-4
5-9
10-12
12+

Educators (5-9)

Educators (other)
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Are the participants with a special group/organization (i.e. Girl Scouts, 4-H, school)?

If yes, what group/organization?

Briefly describe your activities with this group:

Did you conduct an evaluation? If so, what were the results?

Describe how you measured the success of the event.

30



18jua) 1ybil4 82edg |leysie|y - YSYN
‘youeug swalsAg uoisindold yelsosoedg ‘jaiyn
92l1ald salieyn

31

91949 98417 J09foid VYSVYN

uoljeasIuIWPY 8oedg pue SolINBUOIaY [BUOHEN




V'S

Jyb114 1s0d

MBINSY SSsaulpeay 1ybi|4

MaInSY ublsa( (jeuld) |eonuD
MBINSY ubisa Ateulwiaid
(leaidAl) ajoAD 8417 108l0id YSYN
aAoalqo / esodind

A A A A A

soido]

32



Bulwi] -
Aljepl -

so|qeJaAlldq pue sueld - s

™

sJoauIbug ¥ ‘s)snuaIog ‘siabeuely 108l01d J0J suoneyoadxa 189S «
sjooloud usamiaq Aoua)SISUOD UIBUIB|N ¢

wa)sAs palisap ay) Jo |esodsip
pue ‘suolneltado Jybi) ‘uoneoljla ‘piing ‘ubisap ay) 1o ue|d «

919AD 8}17 3998foud WYSVN 3y} jo
saAl}oalgo/esodind



B19AD 817 198l01d YSYN 8UL, H-z 2inBid ‘a5'0ZL.L ¥dN “o?

WARY SWIWAINDEY WHSAS—4 NS
MINDY SSIOONG UOISSHY PUB AIBJES—Y SINS

MBLADY FIBO0A PR -UON—N
HBNBY UOHUBE UOISSI—Y W

WASISU00 UIewa 10pNG pue *1500 ' WAoo 1afoud unsus 01 ' pausnbay

d IE pauaseq e sueld 1oadoy, .

mainaY uoneiBa| WasAs—y|s malnay Waouoy co_mm-....l..m Ay se paiepdn pue pamainag e pue .n mu&z vm M._ co_uuo.. m:ooz_am nn .m
MY voIuR( WIASAS—YOS e 8o .ucom _amm_ou >8._Iwmﬂ *SMILARL 3jko-a) 30U SmaLay Aouabhy BUB SY PUB gSY YL ¢
MR1ARY 3URIIRONY WRBAS—UYS o BMcﬂm_gmn.&og.. =444 "PaUIqUIo 3] ABW HOW FYIPUR HHS BYL'SUNISSIW 0110G0s 204 b
MDY SSIUPEIY UOLINPOId—Y Hd ~ i pR Soglll, ‘saay0 WEIB0IJ JO UOIAISID I IE PIYSHQRISS E SHNTD ‘¢
MIABY 20800/ UON AJEUMIRIL—HYN Heneea s.a__stoa?!oq( _W_:__Eooaou Io«m__ ‘Jeuonou 51 Bupuly - sadod waisks (p2) adiynw o) papaau Yy d ‘z

s et et o R e B e R D T Bt ‘97 |q8L PUE §'7 UORD3S 335 GYS Wapuadapul 3yl

MAAFY WSS WOIIJ-150d—4 3d kg %acw S.MW ! L §u3) 104 103(04d 31 AQ PIWONPUOD AUE SMAUARS 3534 ~UBL] 10310Jd YL UI PRIIAWNOOP

sy ubismQ Arulugag—y0d Bunaayy ‘.Sow.ca. cm-__ui%owlw‘ww Ang 51 yoroudde 31 pUB g3 YOS 12 papianid B UORBULOI JIRAINDD
MAAIY SSIUPEY |EUONEIRI0—Y YO Bunaayy Buruely ABIES UOHEINbag—gor | U3 SE BUOISE SMBLARI J0 JBII0S PUE JBqUINU 'BunLI SUL U PIROYE 3 AUNQDca| 4 ‘1
SWANOHOY S310NH1004
T : T = SMIINTY
_/\ SMalAaY E%m»m pue 'sqg) walsksqng sHOd WajSASqnS smalAa y|iaad /\_ Suyoddng
SMaInaYy
TR e
z48d (HvN) {5vNd) = youne

¥a 830 g ubd 440 1402 ¥0d L 4O YYS
A A \SMIINaY
V vV VYV V vV |V polo uores
EALL » TG HANIYQ PIPHATAT STRITPOT hoqod
y snaweim " ¥ o b v .«w spBuy-ay
x%.; ¥ pmsumedag z4¥d ) Lzsav
0 PP yy30 B Yyd  H¥0  MVS IS /¥0D ¥0d HOS Hy$ Y ulmnsosoz& o
m« smaInay
AW« Kouaby
Mpd paforg V wd paforg gﬁg sjuan] sofepy
/\ AN N\ AN\ T A\ v Jag S
wmq o WPLSSTN 30 Pl avi 494D
BRI NV £ 4@ RW 3 4ad RVQ_Q NV:Q RV q4aH ¥ 4@ paloid
JawRISNS B youne 'S8 B W) uoneoLge 4 vonsidwo ABopuyosy |  wewdopasg sapmS saseyd
noaso suoneiado 'AuIassy WasAs 2 ufisaq Eeuld 5 ubisaq Aeuuasg | ABojouyoa) g daouo] " aouod 949/ ap
14 aseyq 13 aseyq :q aseyd 1y aseyd :g aseyd iy aseyd ; 'y aseyd-aid paloid
RguReTTURAUOONT suoyviads) uorstnboy swapsdy zocgmqv: swumedy-04g o

NOLLY 1NIWI IdWI HOLLY TR0 . a1 YSYN

9|9AH 38j}17 .,.um_o.hn_ VSVN |edidAL

34



‘pouIBd| SUOSSO| JUBWINJOP ‘S}Nsal pajoadxa 0} aledwod

pue s}jnsal uoissiw ssnasip ‘(aAelb 0} a|pe.d) 108loid aziiewwng - (Loday JUsWSSassy youne]1sod) ¥v1d
"youne Joj uaAib si Allioyine pue pamalnal ale elep 1s9) pue ubisap }|Ing-sy — (Malnay ssaulpeay 1ybi4) ¥y
‘wvlsAs ay) p|ing 03 paadold 0} usaalb sI Alioyine pue pamalral s ubisaq |euld — (Malnay ubisaq [eond)) ¥Aad
‘ubisaq

|eul4 ojul peaosoud 0] uaAIb si Ajuoyine pue pamalnal si ubiseq Aleulwiald — (Malnay ubisaqg Ateuiwiald) ¥dd
"Sjule}SU0D awi} 0] anp ‘paddiys s malnal siy] 810N "dals siyl sdiys youneT juspnis

VSVN 9yl "ubiseq Aleuiwijaid ol peasold 0} usaib si Aljuoyine pue pamalral ale sjuswalinbay WwalsAg
"Sjuswalinbal wasAs 0jul palBAU0D ale sjuswalinbay |aAa] do| — (MalInay sjuswalinbay walsAg) YYS
uibaq ued aouewlopad YI0M pue 110Ys/10el1uod ay) 0] paljdde si Buipun4 — (paadoid 01 Aluoyiny) 4.1V

Wv1dV

youne\/

paad0.d 01 Aaioyiny\/

juswuieisnsg youne sjuswalinbay
[esodsiq 1 suonetadQ ® uonednqe ubisaq |eulq Areujwiaud ® uonisinboy

49Seyd | 39Seyd | QdSeyd | DISeyd | gaseyd | V Iseyd

91949 817 ysune jJuapnis YSYN

35



salnjes4 bﬁmm o
uonesynuap|/subiseq Juswdinb3 poddng punolo) -
(sjuswalinbal buiAjsies 1oj) ue|d uoneslls pueisa| o
(woa)sAs ay) 0] |eulalxa pue walsAs ayl Ulylim) sadelisiu| o
(suonesadQ Jo 1deou0n) ajIJ0id UOISSIN -
Juswajels Jebpngso) -
(3581 ‘pIing ‘ubisap Buipnjoul) youneT 0} Yad Wodj 8|npayds -
uible| sse|\ pue juswalels SSe| -
SYSIY -
S)|nsay uone|nwig pue (suoloipald Alojoslel] a|oIys) se yons) sashjeuy
Sjuauodwo9 JO UOISSNISIP pue uoieolnuap|
soyo)eys ‘sbuimel
uolssnosiq ubisaqg Ateulwidld -
(peojAed pue a|21ys/\) s1onpold |eoldA] «
aseyd ubisa( |euiq ayj 0] paadsoid 0] Ajluoyine aAIeoay
"JoW aq ||IM Sjuswalinbal walsAs ||e 1ey] 8A0Id
‘ubisep peojAed;19)004 8y} youne| pue pjing o} Ajljigises) ayl aAold
aAI08[gO ¢

(Mad) mainay ubisag Ateulwiaid

°
36



SISIP|ody) pue sainpadold -
S1s9) paja|dwod ssnasip pue 1oday -
(ubisap |eul} ay) 199|ja4 0] paJinjew) sajgetaAldd Hdd -
(peojAed pue 8|o1ys/\) S1onpold |eoldA|
"uoleoliqge}
JO sjuswalinoold joedwi jeyl Yo 1e palanoasip agq Aew sanssi ubisap asnedsaq
108[014 8y} 01 }SII BJjXd UeB ppe Yo 01 Joud 1els jey) uoneoliqed pue sjuswaindold
gD 0} Joud uoneolige}
pue sjuswalinooud 1e)s 0] Alessadau usyo Si ]l ‘4I9ABMOY ‘SJUIBlISUOD 9INPaYos 0} an(g

“Hdo Jo uone|dwod |nysseoons
e |un uibaq j,up|nom wWwajsAs |euly ayj JO Juswaindoid/uonesliqe) ‘pliom Jospad e uj

aseyd uoneoljlls/ pue uoieoliqe ojul paaosold 0] Allloyine aAIsd8Y -
wajsAs peojhedieyool ayj Jo ubisap |eul) syl a18|dwo) -
OAI0BI[qO ¢

(MaD) mainay ubisaq |eoanlid

37



SISIT Yo8yD pue salnpadold -
Jjuawdinb3 pioddng punolg -
uoneoljlIaA sjuswalinbay woaisAg -
(e1ep 1S9] |BaJ 8SN) S|opoW pue SisAjeue pue uoljejuasald -
a|1Jold UOISSI|N -
sysiy Bululeway -
Juswieiels sse -
salnjead Alojeg Aoyl -
sosAjeue Aoy Joyjo pue Aloyoalel) .
sjnoAe| pue sbuimelp Aoy -
sjusuodwod Aoy -
MBIAIBAQ ublsaq -
Juswielels 1s0N o
a|Npayos -
(peojhed pue a|oiysay) sionpoud |edldA|
youne] 0] paadoud 0] Ajlloyine aAIeoay -
JoW ‘9 ||IM J0 ‘udaq aAeY Sjuswalinbal waisAs ||e 1ey) anold -
Sjuswalinbal waisAs ay) 198w
0] paljlldA pue ‘palsa) 1Ing Aj|n} usaq sey walsAg peojAed1oNo0y ayl 1ey] dAold -
aA8IqOo

(MY d) malnay ssaulpeay ybi4

38

A

A



SN

< .Aw:,_w cmc:m_

8y} Je uonoadsu| OSY VHL/9VN |ewiou e 81| 1snl) 8)is youne| 8y} 1e 1ndoo0 ||IM uoloadsul OSY jeull -
"19)004 J13Y] JO Yyoune| JO [eIUSP 8y} Ul }jNSaJ 8SIMIBY]0 pP|N0d Jeyl Sanssi alempiey

10811090 0] Allunuoddo ue swea| Juapnis ay) aAIb 01 s1 8sodind 11 pue youne| a1ojaq ABp 8U0 SIN220 )| -

"uoinoadsul (OSY) 419210 A1ojeg abuey aud e sl uonoadsul siy] 810N

(punoy ale Aue JI) Wa)sAS 193004 8y} Ul Sjluswig|d ajesun Jiedal 0} UsAIb suoloy -
(suonesadQ abuey Jo Aeq youneinoqge Buiylhue) palamsuy suonsany -
pamalAal sainpadold Aeq youne| -

suonoun4 peojied pue 19300y -

saousnbag uonnoax3 ‘uoneAnoy ‘bulwly -
pa)se suonsany) -

pajoadsul Ajn} weisAg Alenodey -

(a1q1ssod se yonw se) pajoadsul Bulipp pue soluosos|g -

pajsim] pue pojind syjusuodwod |eolueyos|y -
PaJoNJISUODP SIOYO0Y -
SS38004d

abuey youneT ayj Jo siojelado ay) Aq pawiopad -
younej| 0} Jolid ‘wa)sAs 193004 8] Jo uonoadsul [eulj uo-spuey e wiopuad 0] -

93[O

(uo spueH) suoiyosadsuj] asempieH

39



POUIBOT SUOSSOT
Sol|lewoue JO uoIsSsSnosI( -

sjinsau pajoipald 0} uosuuedwo) -

sjinsay peojAed pue a|2Iys/ JO uoljejussald
Yy Jaye pabueyos 1ey) buiylAue ajou Ajjeroadsy -
peojAed pue a[2IyaA ay) jo Alewwng
108l0u4 ay) Jo Alewwng

Moday jJuswissassy youne- }sod

A

40

A A



AODeseu MMM

4










High Power Rocket Safety Code
Provided by the National Association of Rocketry

Certification. | will only fly high power rockets or possess high power rocket motors that are within the
scope of my user certification and required licensing.

Materials. | will use only lightweight materials such as paper, wood, rubber, plastic, fiberglass, or when
necessary ductile metal, for the construction of my rocket.

Motors. | will use only certified, commercially made rocket motors, and will not tamper with these motors
or use them for any purposes except those recommended by the manufacturer. | will not allow smoking,
open flames, nor heat sources within 25 feet of these motors.

Ignition System. | will launch my rockets with an electrical launch system, and with electrical motor
igniters that are installed in the motor only after my rocket is at the launch pad or in a designated prepping
area. My launch system will have a safety interlock that is in series with the launch switch that is not
installed until my rocket is ready for launch, and will use a launch switch that returns to the “off” position
when released. If my rocket has onboard ignition systems for motors or recovery devices, these will have
safety interlocks that interrupt the current path until the rocket is at the launch pad.

Misfires. If my rocket does not launch when | press the button of my electrical launch system, | will
remove the launcher’s safety interlock or disconnect its battery, and will wait 60 seconds after the last
launch attempt before allowing anyone to approach the rocket.

Launch Safety. | will use a 5-second countdown before launch. | will ensure that no person is closer to
the launch pad than allowed by the accompanying Minimum Distance Table, and that a means is available
to warn participants and spectators in the event of a problem. | will check the stability of my rocket before
flight and will not fly it if it cannot be determined to be stable.

Launcher. | will launch my rocket from a stable device that provides rigid guidance until the rocket has
attained a speed that ensures a stable flight, and that is pointed to within 20 degrees of vertical. If the
wind speed exceeds 5 miles per hour | will use a launcher length that permits the rocket to attain a safe
velocity before separation from the launcher. | will use a blast deflector to prevent the motor’s exhaust
from hitting the ground. | will ensure that dry grass is cleared around each launch pad in accordance with
the accompanying Minimum Distance table, and will increase this distance by a factor of 1.5 if the rocket
motor being launched uses titanium sponge in the propellant.

Size. My rocket will not contain any combination of motors that total more than 40,960 N-sec (9208
pound-seconds) of total impulse. My rocket will not weigh more at liftoff than one-third of the certified
average thrust of the high power rocket motor(s) intended to be ignited at launch.

Flight Safety. | will not launch my rocket at targets, into clouds, near airplanes, nor on trajectories that
take it directly over the heads of spectators or beyond the boundaries of the launch site, and will not put
any flammable or explosive payload in my rocket. | will not launch my rockets if wind speeds exceed

20 miles per hour. | will comply with Federal Aviation Administration airspace regulations when flying,
and will ensure that my rocket will not exceed any applicable altitude limit in effect at that launch site.
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10.

1.

12.

13.

Launch Site. | will launch my rocket outdoors, in an open area where trees, power lines, buildings, and
persons not involved in the launch do not present a hazard, and that is at least as large on its smallest
dimension as one-half of the maximum altitude to which rockets are allowed to be flown at that site or
1500 feet, whichever is greater.

Launcher Location. My launcher will be at least one half the minimum launch site dimension, or 1500
feet (whichever is greater) from any inhabited building, or from any public highway on which traffic flow
exceeds 10 vehicles per hour, not including traffic flow related to the launch. It will also be no closer than
the appropriate Minimum Personnel Distance from the accompanying table from any boundary of the
launch site.

Recovery System. | will use a recovery system such as a parachute in my rocket so that all parts of
my rocket return safely and undamaged and can be flown again, and | will use only flame-resistant or
fireproof recovery system wadding in my rocket.

Recovery Safety. | will not attempt to recover my rocket from power lines, tall trees, or other dangerous
places, fly it under conditions where it is likely to recover in spectator areas or outside the launch site, nor
attempt to catch it as it approaches the ground.
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Minimum Distance Table

Installed Total | Equivalent High Minimum . - .
. Minimum Personnel| Minimum Personnel Distance
Impulse (Newton-| Power Motor Diameter of Distance (ft.) (Complex Rocket) (ft.)
Seconds) Type Cleared Area (ft.) ’ P ’
0-320.00 H or smaller 50 100 200
320.01 — 640.00 I 50 100 200
640.01 — 1,280.00 J 50 100 200
1,280.01 —
2.560.00 K 75 200 300
2,560.01 —
5.120.00 L 100 300 500
5,120.01 -
10,240.00 M 125 500 1000
10,240.01 —
20.480.00 N 125 1000 1500
20,480.01 —
40,960.00 0] 125 1500 2000

Note: A Complex rocket is one that is multi-staged or that is propelled by two or more rocket motors
Revision of July 2008
Provided by the National Association of Rocketry (www.nar.org)
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NASA Student Launch Awards

Award:

Award Description:

Determined by:

When awarded:

Vehicle Design

Awarded to the team with the most creative and innovative overall

Award vehicle design for their intended payload while still maximizing safety and Review Panel Launch Day
efficiency.

Payload Design Awarded to the team with the most creative and innovative payload .

. : - . Review Panel Launch Day

Award design while maximizing safety and science value.

Safety Award Awardgd to the team.that demonstrates the highest level of safety Review Panel Launch Day
according to the scoring rubric..

Project Review Awarded to the team that is viewed to have the best combination of Review Panel Launch Da

(CDR/FRR) Award written reviews and formal presentations y
Awarded to the team that is determined to have best inspired the study

Educational of rocketry and other science, technology, engineering, and math (STEM)

Engagement related topics in their community. This team not only presented a high Review Panel Launch Day

Award number of activities to a large number of people, but also delivered quality
activities to a wide range of audiences.

Web Design Award Awarded to .the team that has the best, most efficient Web site with all Review Panel Launch Day
documentation posted on time.

Altitude Award Awardeq to the .team that achlevgs the best altitude score according to Review Panel Launch Day
the scoring rubric and listed requirements.

Best Looking Awar.ded to the feam that is judged by their peers to have the “Best Peer Review Launch Day

Rocket Looking Rocket

Best Team Spirit Awarded.t.o"the team that is judged by their peers to display the “Best Peer Review Launch Day

Award Team Spirit” on launch day.
Awarded to the top overall rookie team using the same criteria as the

Rookie Award Overall Winner Award. (Only given if the overall winner is not a rookie Review Panel June 13, 2014
team).

Overall Winner Awarded to the top overall team. Design reviews, outreach, Web site, Review Panel June 13, 2014

safety, and a successful flight will all factor into the Overall Winner.
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National Aeronautics and Space Administration

George C. Marshall Space Flight Center
Huntsville, AL 35812
www.hasa.gov/marshall

www.nasa.gov

NP-2013-11-129-MSFC
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